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[67 FR 24992, June 12, 1992, as amended at 58
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1995; 62 FR 18928, Apr. 17, 1997]

§90.263 Substitution
below 25 MHz.

below 25 MHz

Frequencies

of frequencies

when

shown in the radio pool frequency list-
ings under this part will be assigned to
base or mobile stations only upon a
satisfactory showing that, from a safe-
ty of life standpoint, frequencies above
25 MHz will not meet the operational
requirements of the applicant. These
frequencies are available for assign-
ment in many areas; however, in indi-
vidual cases such assignment may be
impracticable due to conflicting fre-
quency use authorized to stations in
other services by this and other coun-
tries. In such cases, a substitute fre-
quency, if found to be available, may

§90.264

be assigned from the following bands
1605-1750, 2107-2170, 2194-2495, 2506-2850,
3155-3400, or 4438-4650 kHz. Since such
assignments are in certain instances
subject to additional technical and op-
eration limitation, it is necessary that
each application also include precise
information concerning transmitter
output power, type and directional
characteristics, if any, of the antenna,
and the minimum necessary hours of
operation. (This section is not applica-
ble to the Radiolocation Radio Service,
subpart F.)

[43 FR 54791, Nov. 22, 1978, as amended at 62
FR 18929, Apr. 17, 1997]

§90.264 Disaster communications be-
tween 2 and 10 MHz.

(a) The use of any particular fre-
quency between 2 and 10 MHz is limited
to those frequencies falling within the
bands allocated to the fixed and land
mobile services as indicated in §2.106 of
the Commission’s Rules and Regula-
tions.

(b) Only in the following cir-
cumstances will authority be extended
to stations to operate on the fre-
quencies between 2 and 10 MHz:

(1) To provide communications cir-
cuits in emergency and/or disaster situ-
ations, where safety of life and prop-
erty are concerned;

(2) To provide standby and/or backup
communications circuits to regular do-
mestic communications circuits which
have been disrupted by disasters and/or
emergencies.

(c) The FCC will not accept responsi-
bility for protection of the circuits
from harmful interference caused by
foreign operations.

(d) In the event that a complaint of
harmful interference resulting from op-
eration of these circuits is received
from a foreign source, the offending
circuit(s) must cease operation on the
particular frequency concerned imme-
diately upon notification by the Com-
mission.

(e) In order to accomodate the situa-
tions described in paragraphs (c) and
(d) of this section, the equipment shall
be capable of transmitting and receiv-
ing on any frequency within the bands
between 2 and 10 MHz and capable of
immediate change among the fre-
quencies.
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